WHAT IS CLAIMED IS 



1 . A stackable chair ( 1 ) 

comprising a seating member (4) including a seat (2), 
comprising a plurality of chair legs (5), 

wherein each chair leg (5) is connected to the seating member 
(4) by means of its own connecting device (11) including a con- 
necting plate (9), 

-- which is inserted into a recess (1 0) of the seating member 
(4) such that it does not extend beyond the seating member 
(4) where the chair (1) is adjacent to other chairs in the 
stacked condition, 

to which the chair leg (5) is attached. 

2. A chair according to Claim 1, wherein the seating member (4) in- 
cludes planar face members (2, 7), wherein the connecting plates (9) 
are inserted in the seating member (4) in the area of the planar face 
members (2, 7). 



3 . A chair according to Claim 1 , wherein the recess ( 1 0) and the con- 
necting plate (9), which are part of a connecting device (11), are 
formed such that they interact in the manner of a dovetail guide. 

4. A chair according to Claim 1 , wherein the connecting plate (9) is 
formed such that it is insertable in the seating member (4), wherein 
the connecting plate (9) tapers conically. 



5 . A chair according to Claim 1 , wherein the connecting plate (9) is 
glued to the seating member (4). 



6. A chair according to Claim 5, wherein the gluing surfaces of the con- 
necting plate (9) on the one hand and of the seating member (4) on 
the other, which are in contact with one another, are surface-treated 
gluing surfaces in order to enhance the adhesive effect. 

7. A chair according to Claim 1, wherein stacking protection members 
(18, 19) are attached to the connecting plates (9) such that in the 
stacked condition the chair (1) abuts adjacent chairs at least partly via 
the stacking protection members (18, 19). 

8. A chair according to Claim 1, wherein the chair legs (5) are hollow, 
wherein the connecting device (11) includes a threaded member (13) 
which is inserted in the chair leg (5) at least partly and whose thread 
(14) is engaged by a screw (12) which retains the connecting plate (9) 
next to the threaded member (13). 

9. A chair according to Claim 8, wherein the threaded member (13) is 
attached to the chair leg (5) by means of a welded joint (16). 

10. A chair according to Claim 1, wherein an armrest (6) is attached to 
the connecting plate (9). 

11. A chair according to Claim 2, wherein the seating member (4) in- 
cludes a backrest (3). 

12. A chair according to Claim 4, wherein the connecting plate (9) tapers 
towards an end thereof which is inserted first. 
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A chair according to Claim 5, wherein the connecting plate (9) is pro- 
vided with at least one collecting recess (lib) which together with the 
opposite wall of the recess (10) forms a collecting space for excess 
glue. 

A chair according to Claim 1, wherein stacking protection members 
(18, 19) are attached to the chair legs (5) such that in the stacked con- 
dition the chair (1) abuts adjacent chairs at least partly via the stack- 
ing protection members (18, 19). 

A chair according to Claim 1, wherein stacking protection members 
(18, 19) are attached to the connecting plates (9) and the chair legs (5) 
such that in the stacked condition the chair (1) abuts adjacent chairs at 
least partly via the stacking protection members (18, 19). 



